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36pF

TO CROWBAR
TRIGGER GEN.

CATHODE LITTON  L-3403
KLYSTRONS

2.5 OHM, 480 W

0.67 OHM, 1kW
1 uF

.0055 OHM TO "BEAM CURRENT" CONSOLE METER

TO "KLY B COLLECTOR CURRENT" 
CONSOLE METER

3.6M

248 x 0.15uF=37.2uF  @ 120kV
(268  kJOULES)

HV BUSHING

+

EARTH 
GROUND

EARTH 
GROUND

HV BUSHING

R46:  525k, 7kW

FIBER

FIBER

BEAM START COMMAND

BEAM STOP COMMAND

COLLECTOR

MOD ANODE

5KV BIAS
 SUPPLY

BUFFER DECK

(TURNS BEAM OFF)

FLOATING DECK

(TURNS BEAM ON)

DANGER: - 110 kV

500M
180 W

BEAM 
MAGNET

  BEAM MAGNET
PWR SUPPLY RACK

 16 BEAM MAGNETS
 (8 FOR EACH KLYSTRON)

AC POWER FROM VARIACS ON CONSOLE

SHIELDED ANODE WIRES RUN
ACROSS FLOOR TO KLYSTRON VAULT

"KLY B COLLECTOR CURRENT"
 TO CONSOLE SCOPE

"PULSE LENGTH" TO 
CROWBAR TRIGGER GEN. 

METER SHUNT FRAME ON FLOOR AT END OF CAP BANK RACK

HV METERING TOWER

V301 (SWITCH TUBE)

V401 (TAIL CLIPPER)

CURRENT-LIMITING RESISTOR/FUSE
NICROME WIRE IN TIGHT COILS

EACH 150 OHM, 12 KW

MODULATOR
OVERCURRENT
RELAY COIL

BLEEDER
TOWER

SEE DWG 430_C105.ecw

R22,R23
EACH 22k, 2W

          R4
300 M, 300W

L9
3.4 uH

TO "BEAM VOLTAGE"
CONSOLE METER

1:14

1250

.02 uF

+

50kV

4.24M
500W

V801B
5C22

115 VAC

(SEE DWG. 430_102.ecw)

B+ BUS ("NEAR GROUND")

  B- BUS    -55 kV NOM.

MODULATOR
(SEE DWG  430_112.ecw)

ZENER TOWER

R86
10k
4kW

C87: 11.4uF
10kV

R47
1k 
200W

R84
100 
400W

C37
0.5uF
55kV

25
200W

HV CIRCUITRY
BETWEEN CORONA
RINGS ABOVE CAP
BANK

0.16 OHMS
BODY CURRENT
METER SHUNT

(SEE DWG
430_C105.ecw)

BEAM 
MAGNET

BEAM 
MAGNET
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TRANSFORMERS)

CB033
(300A)

120VAC TO CONSOLE,
 COOLING SYSTEM, ETC.

LEAKAGE INDUCTANCE
DESIGNED INTO TRANSFORMERS
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          R4
300 M, 300W

R22,R23
EACH 22k, 2W

TO "BEAM VOLTAGE"
CONSOLE METER

L9
3.4 uH

S917
CLOSED WHEN
PRESSURE LOW

K901C

K901

S924
CLOSED WHEN
FLOW IS ADEQUATE

VL960

S925
CLOSED WHEN
FLOW IS ADEQUATE

K902A K902B

S916
CLOSED WHEN
PRESSURE LOW

K901A K901B

TIME DELAY RELAY
(DELAYED TURN-ON
LETS FLOW GET
STARTED)

K902

DUMMY LOAD
SOLENOID 
  VALVE

VL961

WASTER LOAD
SOLENOID 
  VALVE

120VAC FROM
CB31 ON CONSOLE

NORMALLY CLOSED
RESET BUTTON ON
CONSOLE: S5/1B

K901C
LATCHES FAULT

SEE ORIGINAL DWG D-349 C104
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FLOW METER
AND FLOW
INTERLOCK

SOLENOID VALVE ELECTRICAL CIRCUITRY
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PRESS. RELEASE
VALVE

MAIN PUMP

DRAIN

660 KW  (37,567 BTU/MIN)
91,200  SCFM

RADIATOR
   PANEL

RADIATOR
   PANEL

HEAT EXCHANGER
ON OUTDOOR PAD 

WATER STORAGE TANK

TANK

1/4" COPPER TUBING

N.O. N.O.

N.O. N.O.

NC NC

NC

120VAC

3/4HP UTILITY PUMP

APPROX. 25 FT. VERTICAL

WATER MAIN

110VAC

DISTILLER

200 GAL.
STAINLESS
STEEL
TANK

GARDEN HOSE

GARDEN HOSE

DIVERTER 
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2.5 MW PK
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O O

O
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E-H TUNER  (MAGIC T)

HARMONIC FILTER
(MUFFLER  TYPE)

TUNING CONTROL
MOTOR VOLTAGES

DIR. COUP.

DUMMY   LOAD
(BOLTS IN WHEN NEEDED)

AZIMUTH ARM ROTATION

ROTARY JOINT
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   PANEL
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TO USE LEFT-HAND RADIATOR ONLY

TO USE RIGHT-HAND RADIATOR ONLY
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OPEN
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OPEN
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   PANEL
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TANK CONTAINS WATER LEVEL SENSE SWITCHES
1. WARNING: TURNS ON CONSOLE BLINKING LIGHT
2. LIMIT: TURNS OFF HIGH VOLTAGE INTERLOCK CHAIN

THE TWO RADIATOR PANELS
NORMALLY OPERATE IN SERIES


